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ASPHALTIC CONCRETE
MATCH EXISTING DEPTH
(4* MIN. 6 MAXD

3/4" CLASS 2 AGGREGATE BASE
MECHANICALLY COMPACTED IN
6 LIFTS TO 95%

NON-DETECTABLE BLUE LOCATOR
TAPE MARKED “WATER"
(2 STRANDS)> (3" WIDTH)

#2 WASHED SAND - HAUNCHED
AND COMPACTED TO 90%

#10 INSULATED COPPER
LOCATOR WIRE

\‘W’ATER SERVICE(S)

1. NO PAVEMENT CUTS OR TRENCHES ARE ALLOWED IN PAVEMENT LESS
THAN THREE YEARS OLD, UNLESS APPROVED BY THE COUNTY OF

SACRAMENTO.

2.1 172" DEEP GRINDING AND PAVING. GRIND TO LIP OF GUTTER,
LANE LINE, OR CENTER DOF TRAFFIC LANE, BUT 12 MINIMUM WIDTH.

3. SLURRY SEAL COAT TREATMENT SHALL BE APPLIED AT LDCATIONS SPECIFIED,
AS SHOWN ON THE PLANS OR AS DIRECTED BY THE COUNTY OF

SACRAMENTO.

4. STREET STRUCTURAL SECTION PER COUNTY OF SACRAMENTO STANDARDS.
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SERVICE LINE TRENCH DETAIL - PAVEMENT
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